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1、Installation and Configuration of FTP Server
1.1  FTP Server Installation
Download FileZilla Server and install, Procedure is as following.
Double-click downloaded “Setup.exe” to install it.
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Choose “I Agree” button in above interface.
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Following above choice, then click “Next” button.
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Choose install location and click “Next” button.
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The admin interface of the Server will listen on this port, the default value is 14147 and user can modify if required.
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Click  “install”  button .
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After install task finished, Click “Close” button to leave.
1.2 FTP Server Configuration
Double-Click application program: FileZilla ServerInterface.exe, the interface as below will pop up:
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First sign in, the password is empty.
After login succeeded, get into the below interface:
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“Logged On” displayed means that login successfully.
1.2.1 Server Setting
Click “Edit”->”Setting” to get into Configuration interface. The configuration interface as below:
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The first page is General Settings which consists of listen on ports, Max. number of users, numbers of threads, connections timeout, no transfer timeout and login timeout.
Main settings include Max. number of users and Number of Threads. Suggesting that Max. number is 10 and Number of Threads is 15 .
The “Passive mode setting” interface is the main settings page. The interface as below:
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Firstly, User should make sure current IP which is the public IP or LAN IP. if it is the public IP ,choose “Default” and don’t tick “Use custom port range”; if it is the LAN IP and the external network IP is static, user need to tick “Use the following IP：”and input the IP address in the below box. And User should tick “Use custom port range” and input the IP port range as well. The “Retrieve external IP address from:” is for users who is using dynamic IP.
Click “OK” button to save settings.

1.2.2 Add USER
Click “Edit”->”Users”, the interface as below:
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Click “Add” button which is in “Users” area, the below interface will pop up:
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Input the user name at the above interface. Choose “none” if no group.
Finished adding user, tick “Password” in “Account Settings” area and input the password. 
Now, a new user is added successfully.
Next step is the user’s share folders settings, the interface as below:
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First, choose the user name in “users” area, then click the “Add” button in “Shared folders” area, the folder browser will pop up:
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Select target folder and click “OK” button.
After adding share folders, select the new folder and assign corresponding accessing permission. If the accessing permission is hard to choose, please assign all permission for selected folder.  Finally, click[image: image15.png]‘Set as home dir|



 button to make this folder to be main directory.
[image: image16.png]—
=
General Directories Aliases
st | | [ | ||| [
‘Speed Limits ¥ Wite
e Bl A5 W Dete
¥ opend
e
W Create
¥ Delete
W Lst
« . » || P+ Subdis Add Remove
| e

Adirectory aias wi slso appear atthe specfied location. Alases must cortain the ful local

path. Separate multiple alasesfor one drectory with the pipe character (1)

¥ using aliases. please avoid cyclc diector stuctures, i wil oly confuse FTP cierts.





If user want to control network speed and stop some IP address to access, there are “Speed limits” and ”IP filter” settings. Normally, the default setting is standard. 
After all server settings are configured correctly, next step is how to set firewall and routing.
First click “Control Panel” ->”Windows firewall”, the interface as below:
[image: image17.png]T
T ——
e R N

o=
R T

700 sbom xcetons
A L R T

L





Choose “Close” to close firewall as above interface or click “Add program” to add Filezilla server.exe and click “Add port” to add 21 port number as below interface.
If user is in LAN, user also need to add the port range in “Passive mode setting” page.
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If user want the server can be accessed by external network IP, user must map the 21 port to the routing.
Get into the routing interface and add 21 port number in the virtual server.
Now, server setting is finished.
If passive mode cannot upload, please switch to active mode and restart the DVR.
Note for users:
Please don’t set timeout too short, otherwise it may disconnect but the uploading progress is still working.  
2. Record FTP Configuration
2.1 Record FTP Function
After record FTP function is enabled, the Record FTP can backup all video files to remote server, including alarm video, motion video and normal video files. Even hard disk is damaged or formatted, user still can query all video files from remote server, it can avoiding data loss accidentally or record file overwrite because hard disk storage size is not big enough.
If Record FTP function is running in background, the system will retrieve video files and upload data to remote server according to selected video file mode. The uploading record setting of the record FTP depends on planning record settings of DVR. For example, if the planning record setting is general record but the record setting of the record FTP is motion record, the uploading task will fail because there are no motion video files in hard disk. 
2.2 Configuration Instructions
Click【MAIN MENU】-【CONFIGURATION】-【NETWORK】 -【ADVANCED】-【FTP】,the FTP configuration interface as below:
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【Type】：Choose record FTP.
【Enable】：Tick it.
【Server IP】：Input server IP address.
【Port】：Default number is 21（The default number of the port which the server listen on is 21）.
【Alternate IP】：Server alternate IP address(User needn’t input if no alternate IP address）．
【User name】：Added user name of server
【Password】： Password corresponded with user name
【Anonymous】：Tick“Anonymous”if  user don’t  need user name and password.

【File length】:The default value is 0.User needn’t modify it.
【Channel】：Set uploading record channel
【Weekly】：Set uploading date
【Time Period】：Set time and type of uploading record(User can set two periods )
3. Image FTP Configuration
3.1 Image FTP Function
To enable image FTP function, user need to get into【MAIN MENU】-【CONFIGURATION】-【ALARM】interface and enable corresponding alarm function, such as Local Alarm, Motion Detect, Video loss and Camera Masking. Image FTP function could store alarm capture files of the corresponding channel to the remote FTP server. User can monitor all local alarmed information via this function.

3.2 Configuration Instructions
Click【MAIN MENU】-【CONFIGURATION】-【NETWORK】 -【ADVANCED】-【FTP】,the FTP configuration interface as below:
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【Type】：Choose Image FTP
【Enable】：Tick it.

【Server IP】：Input server IP address.
【Port】：Default number is 21（The default number of the port which the server listen on is 21）.【Alternate IP】：Server alternate IP address(User needn’t input if no alternate IP address）．

【User Name】：Added user name of server
【Password】：Password corresponded with user name.
【Anonymous】：Tick“Anonymous”if  user don’t  need user name and password.
【Remote Directory】： The folder for saving images
【File Length】：The default value is 0.User needn’t modify it.
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